PLANTING SPECIFICATIONS:

1.

ALL PLANT MATERIALS SHALL CONFORM TO THE STANDARDS SET
FORTH IN THE CURRENT EDITION OF THE AMERICAN STANDARDS
NURSERY STOCK OF NURSERYMEN. PLANTS SHALL BE TYPICAL OF
SPECIES AND VARIETY, AND HAVE NORMAL, WELL-DEVELOPED
BRANCHING STRUCTURE AND VIGOROUS FIBROUS ROOT SYSTEM.

PLANTS SHALL BE HEALTHY, VIGOROUS PLANTS FREE FROM INSECTS
AND DISEASE. TRUNK AND STEMS SHALL BE FIRM WITH NO INDICATION
OF FUNGUS CANKERS OR GALLS, INSECT BORERS, DIEBACK, FRONT
CRACKS, OR OTHER DEFECTS.

ALL PLANTS SHALL BE COMMERCIALLY GROWN AND NO PLANTS
FROM THE WILD SHALL BE ACCEPTABLE WITHOUT SPECIFIC
APPROVAL FROM THE DIVISION OF BUILDING INSPECTION.

TREES SHALL NOT BE ACCEPTABLE IF THEIR CENTRAL LEADER
HAS BEEN CUT OR IS DAMAGED SO THAT CUTTING IS
NECESSARY.

PLANTS SHALL NOT BE PRUNED PRIOR TO INSTALLATION. ANY
NECESSARY PRUNING SHALL BE DONE IMMEDIATELY AFTER THE
TIME OF INSTALLATION.

PLANT HEIGHT SHALL BE MEASURED BEFORE PRUNING WITH
BRANCHES IN A NORMAL POSITION. NO PLANT SHALL BE PRUNED
BACK TO SUCH AN EXTENT THAT IT NO LONGER MEETS THE
REQUIRED SIZE SPECIFICATIONS.

ALL DECIDUOUS AND EVERGREEN TREES SHALL BE BALLED AND
BURLAPPED. NO BARE ROOT TREES SHALL BE ACCEPTABLE.

THE MINIMUM SIZE OF BALLS, BALL DEPTHS, AND BALL DIAMETERS

SHALL BE IN ACCORDANCE WITH RECOMMENDED BALLING AND BURLAPPING
SPECIFICATIONS AS SET FORTH IN THE CURRENT EDITION OF THE
AMERICAN STANDARDS OF NURSERY STOCK.

ALL BALLED AND BURLAPPED PLANTS WHICH CANNOT BE PLANTED
IMMEDIATELY SHALL BE SEALED IN AND PROTECTED WITH
BURLAP OR OTHER ACCEPTED MATERIAL.

Seasonal Soil Protection Chart

10.

11.

12.

13.

IDEAL TREES SELECTED FOR THIS PROJECT HAVE A STRAIGHT
TRUNK, ROUNDED OR OVAL FORM, AND SYMMETRICAL BRANCHING
PATTERN.

ALL TREES AND SHRUBS SHOWN ON THIS DRAWING SHALL BE
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GROUND LINE TO BE THE SAME
AS NURSERY. ROOTBALL RAISED
11/2” ABOVE FIN. GRADE TO

ALLOW FOR SETTLING.
CONSTRUCT 3”deep
FLOOD TWICE W/ IN 24 HRS.

mulch RING
AROUND ALL TREES & SHRUBS.

CUT AND REMOVE BURLAP FROM

TOP OF ROOTBALL.

MULCH BEDDING (typ) 2

QLOOOOOOC

5.0' REG. DR

SHREDDED BARK
MULCH BEDDING

(typ)
(1) 1”7 WATER METER

FOR IRRIGATION (13)qv

NOTE: 62.00°

WATER METER TO BE LOCATED T
INSIDE THE PROPOSED BUILDING.

REDUCED PRESSURE PRINCIPLE
(WILKINS MODEL 975XLMS) WITH
PRESSURE VACUUM VALVE -BY
IRRIGATION CONTRACTOR—

PROPOSED STRUCTURE
TOTAL BUILDING SIZE: 5,620.0 sq.ft.
FINISH FLOOR ELEV.= 911.20

80.00

66.00'

15.0

—_

NOTE:

ALL DISTURBED AREAS (OVER THIS ENTIRE
PROJECT DEVELOPMENT) SHALL BE FINISH
GRADED AND SEEDED PER EROSION CONTROL
PLANS PRIOR TO COMPLETION.

SHREDDED BARK
MULCH BEDDING

(typ) EXIST. ASPHALT DRIVE

(0]

EXIST. FENCE

SHADE TREES:
BOTANICAL NAME: QUERCUS RUBRA

L

COMMON NAME: RED OAK (*)av
CALIPER: 1 1/2" (single stem)

QUANTITY: 01

5.0’dia. MULCH BEDDING

SHADE TREES:

BOTANICAL NAME: ARONIA MELANOCARPA @ @
COMMON NAME: CHOKEBERRY (*)gv

CALIPER: 1 1/2" (single stem)

QUANTITY: 04

5.0’dia. MULCH BEDDING

SHADE TREES:

BOTANICAL NAME: ACER RUBRUM o o
"ARMSTRONG’ (*)dy
COMMON NAME: 'ARMSTRONG’ RED MAPLE

CALIPER: 1 1/2" (single stem)

QUANTITY: 02

5.0’dia. MULCH BEDDING

SHADE TREES:

BOTANICAL NAME: PICEA ABIES # &
COMMON NAME: NORWAY SPRUCE (*)Kj
CALIPER: 1 1/2” (single stem)

QUANTITY: 04

5.0’dia. MULCH BEDDING

ORNAMENTAL TREES:

BOTANICAL NAME: CERCIS CANADENSIS o o
COMMON NAME: EASTERN REDBUD )

CALIPER: 1 1/2" (single stem) (*)is

QUANTITY: 07
5.0’dia. MULCH BEDDING

ORNAMENTAL TREES:

BOTANICAL NAME: TILIA CORDATA
COMMON NAME: LITTLE LEAF LINDEN
CALIPER: 1 1/2” (single stem)
QUANTITY: 08

5.0’dia. MULCH BEDDING

|
EVEIRGRIEEN SHRUB:
BOTANI
COMMON NAME: EMERALD GREEN
AR ORWAE
HEIGHT “AT PLANTING: 36” (MIN)
QUANTITY: 6
(MATURE HT.= 10.0’to 12.0tall)

DECIDUOUS SHRUB: I
BOTANICAL NAME: BUXUS X 'GREEN
VELVET'

COMMON NAME: GREEN VELVET BOXWOOD
SIZE AT PLANTING: 18 (MIN)

QUANTITY: 30

(MATURE HT.= 2'—=0"to 3'—07"tall)

EVERGREEN SHRUB:

BOTANICAL NAME: TAXUS x MEDIA
"DENSIFORMIS’

COMMON NAME: DENSE YEW
HEIGHT AT PLANTING: 15" (MIN)
QUANTITY: 80

(MATURE HT.= 15"to 187tall)

EVERGREEN SHRUB:

BOTANICAL NAME: JUNIPERUS X
PFITZERIANA

COMMON NAME: KALLAY JUNIPER
HEIGHT AT PLANTING: 18" (MIN)
QUANTITY: 25

(MATURE HT.= 36™all)

DECIDUOUS SHRUB:

BOTANICAL NAME: HYLOTELEPHIUM
SPECTABILE

COMMON NAME: AUTUMN JOY SEDUM
HEIGHT AT PLANTING: 15" (MIN)
QUANTITY: 36

(MATURE HT.= 30"tall)

NAME:. THUJA OCCIDENTALIS |
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CERTIFIED BY:

EXISTING UNDERGROUND INSTALLATIONS SUCH AS WATER MAINS, GAS
MAINS, SEWERS, TELEPHONE LINES, AND BURIED STRUCTURES IN
THE VICINITY OF THE WORK TO BE DONE HEREUNDER ARE INDICATED
ON THE DRAWINGS ONLY TO THE EXTENT SUCH INFORMATION HAS
BEEN MADE AVAILABLE TO OR DISCOVERED BY THE SURVEYOR IN
PREPARING THIS DRAWING. THERE IS NO GUARANTEE AS TO THE
ACCURACY OR COMPLETENESS OF SUCH INFORMATION, AND ALL
RESPONSIBILITY FOR ACCURACY AND COMPLETENESS THEREOF IS
EXPRESSLY DISCLAIMED.

THIS DRAWING IS THE PROPERTY OF
VERSITILE CONSTRUCTION GROUP, LLC.
ANY ALTERATION TO THIS DRAWING IS
STRICTLY PROHIBITED WITHOUT THE
PRIOR WRITTEN CONSENT AND UNDER
THE DIRECTION OF THE PROFESSIONAL

LICENSOR WHOSE SEAL

IS AFFIXED TO THIS DRAWING.
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